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6” THICK PRECAST CONC. PAD L—1/2" EXPANSION
REINFORCE WITH WIRE AS MATERIAL (TYP.)
DIRECTED 66—66 W.W. MESH
TOP SECTION VALVE BOX,
STD. DET. NO.1
METHOD A
MIN. 10
MNIETER PIPE EXTENSION STEM AS REQUIRED

SEE NOTE 3
#4 REBAR (HOOK) ( )

CAST IN BEAM AT
MID—SPAN

PROVIDE 2" CLEARANCE
\\—h IN ALL DIRECTIONS
BETWEEN RISER AND

~

8"x8"x6’—0" PRECAST VALVE/ACTUATOR (SEE
SUPPORT BEAM WITH 4 NOTE 2)
#4 REBARS
12’
MIN N E MIN

#67 WASHED /
NOTES: STONE

1. METHOD B SHALL BE USED IN PAVED AREAS AND METHOD A SHALL BE USED IN NONPAVED AREAS.

2. DIAMETER OF RISER MAY VARY AS REQUIRED BY VALVE ACTUATOR.

3. WHEN OPERATING NUT DEPTH EXCEEDS 4'—0" BELOW FINISHED GRADE, PROVIDE EXTENSION STEM WITH
STD. 2” SQUARE OPERATING NUT IN TOP SECTION OF VALVE BOX, EXTENSION STEM SHALL BE SIZED AS
RECOMMENDED BY THE VALVE MANUFACTURER.

4. PROVIDE PRECAST PROTECTOR RING IF IN SHOULDER OF ROAD.
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